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High grade stainless steel (AISI304), which is 
used in food and medical industry as well

Hypoallergenic product, safe for people and 
the environment

Unique colouring, achieved with the advanced 
PVD technology

Installation in any heating system. Resistant to 
high humidity and persistent in everyday use

Pro-ecological: radiators made exclusively of 
stainless steel, without additions (fast, cheap 

and single-stage recycling)
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any bathroom

The radiators are resistant to steam and direct 
contact with water, they can be used near 

saunas, swimming pools and open shower 
cabins

TIG welding technology of radiators: strength 
and precision of tube connection

Easy assembly, aesthetic stainless steel 
components

Warranty on water radiators 20 years!
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5
**B
Brushed Stainless Steel

Colour range

Lacerta

Piping connection points:

Brushed stainless 
steel with polished 
deco bars

Art. A B C E F G K

LA7750** 770 500 470 55-80 65 640 70-95
LA11850** 1180 500 470 55-80 65 1050 70-95

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, 
inc. components 

and packaging (kg)

Recommended 
capacity of electric 

heating element 
(W)

LA7750** 105 202 7,2 300
LA11850** 158 304 10,7 300

A G

B

F
F

K

C E

Attention! 
An electric element should be mounted 
only at the bottom of the collector.
Use the radiator only in vertical 
position – with an electric element at 
the bottom.

40

Dual Fuel 
(Water-
Electric)

Water Electric
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7

Colour range

**PG
PVD Polished Gold

Apus

Piping connection points:

Art. A B C E F G K

AP7550** 750 500 450 55-80 42 666 102-127
AP12050** 1200 500 450 55-80 42 1115 102-127

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, 
inc. components 

and packaging (kg)

Recommended 
capacity of electric 

heating element 
(W)

AP7550** 113 218 6,6 300
AP12050** 167 321 9,8 300

A G

B

F
F

K

C E

Attention! 
An electric element should be mounted 
only at the bottom of the collector.
Use the radiator only in vertical 
position – with an electric element at 
the bottom.

**B
Brushed Stainless Steel

**P
Polished Stainless Steel

**BG
PVD Brushed Gold

A G

B

F
F

K

C E

32

Dual Fuel 
(Water-
Electric)

Water Electric
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9

Colour range

Virgo

Piping connection points:

Art. A B C E F G X H I K

VI9950** 987 500 50 79-124 193 674 120 50 125 149-194

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, 
inc. components 

and packaging (kg)

VI9950** 131 246 10

A G

B

K

C E

F
X

HI

Water

**P
Polished Stainless Steel

32
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11

Colour range

Bodes

Piping connection points:

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, 
inc. components 

and packaging (kg)

Recommended 
capacity of electric 

heating element 
(W)

BO8050** 98 187 6,4 300
BO12050** 143 269 8,4 300

Art. A B C E F G K

BO8050** 800 500 462 59-84 100 600 78-103
BO12050** 1200 500 462 59-84 100 1000 78-103

A G

B

F
F

K

C E

Attention! 
An electric element should be mounted 
only at the bottom of the collector.
Use the radiator only in vertical 
position – with an electric element at 
the bottom.

**PG
PVD Polished Gold

**P
Polished Stainless Steel

**BG
PVD Brushed Gold

32

Dual Fuel 
(Water-
Electric)

Water Electric
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13

Colour range

Crater

Piping connection points:

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, 
inc. components 

and packaging (kg)

CR15039** 268 545 17,7

Art. A B C1 C2 E1 E2 F G K

CR15039** 1500 390 340 1430 25-50 55-80 110 1280 70-95

A G

B

F
F

K

Water

**B
Brushed Stainless Steel

C
2

C1

E2
E1

Attention!
For vertical installation, the use of a diverter is 
necessary. See Installation guide.

3050
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**P
Polished Stainless Steel

Colour range

Hydrus

Water

Piping connection points:

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, 
inc. components 

and packaging (kg)

HY15047** 234 490 26

Art. A B C E F G H K

HY15047** 1500 470 1450 55-80 25 1450 320 140-165

A G

B

F
F

K
H

E

C

Attention! 
For vertical installation, the use of a diverter is 
necessary. See Installation guide.

70
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50XXX
Polished Stainless Steel

Colour range

53XXX
PVD Polished Gold

Renesance
PREMIUM STYLE

Water

Piping connection points:

Art. A B C D G K

**465 933 540 500 572 860 246

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, inc. 
components and 
packaging (kg)

Internal volume 
(dm³)

**465 109 213 9,62 4,0

D

G

B

K

A

C

ATTENTION! 
Special radiator valves are included.
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50XXX
Polished Stainless Steel

Colour range

53XXX
PVD Polished Gold

Furore Verso EU50
PREMIUM STYLE

Water 

Piping connection points:

D
E

B P

X
G

F

K

A

C

21

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, inc. 
components and 
packaging (kg)

Internal volume 
(dm³)

**090-50 197 404 7,00 2,50
**091-50 268 550 9,40 3,39
**092-50 343 706 13,10 4,17

Art. A B C D E F G X P K

**090-50 758 82 50 670 54-70 80 562 116 90 129-145
**091-50 958 82 50 670 54-70 80 762 116 90 129-145
**092-50 1158 82 50 670 54-70 80 962 116 90 129-145
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50XXX
Polished Stainless Steel

Atlant
PREMIUM STYLE

Colour range

Piping connection points:

D

G
F

B

X

K

P

E

A

C

50

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, inc. 
components and 
packaging (kg)

Internal volume 
(dm³)

Recommended 
capacity of electric 

heating element 
(W)

**440 192 319 10,31 5,33 300
**442 277 461 14,35 7,86 300

Art. A B C D E F G X P K

**440 788 532 500 574 54-70 80 592 116 72 110-126
**442 1188 532 500 574 54-70 80 992 116 72 110-126

Attention!
An electric element should be mounted at the bot-
tom of the collector marked with a red dot.
Use the radiator only in vertical position – with an 
electric element at the bottom.

Dual Fuel 
(Water-
Electric)

Water Electric
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50XXX
Polished Stainless Steel

Elegy
PREMIUM STYLE

Piping connection points:

Attention!
An electric element must be mounted at the bottom 
of the collector marked with a red dot. 
An electric element can be mounted on right and 
left side. For this purpose it is advised to reverse the 
radiator in a way that a collector with a red dot is on 
the demanded side. 
Use the radiator only in vertical position – with an 
electric element at the bottom.

A

B

C

D

G
F

X

K

P

E

21

Colour range

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, inc. 
components and 
packaging (kg)

Internal volume 
(dm³)

Recommended 
capacity of electric 

heating element 
(W)

**033 154 317 6,60 2,21 300
**034 179 368 7,30 2,48 300
**037 218 447 8,50 3,00 300
**039 208 426 9,00 2,93 300
**040 240 493 10,10 3,29 300
**041 272 559 10,80 3,65 300

Art. A B C D E F G X P K

**033 839 432 400 450 54-70 80 643 116 80 119-135
**034 839 532 500 550 54-70 80 643 116 80 119-135
**037 1039 532 500 550 54-70 80 843 116 80 119-135
**039 1239 432 400 450 54-70 80 1043 116 80 119-135
**040 1239 532 500 550 54-70 80 1043 116 80 119-135
**041 1239 632 600 650 54-70 80 1043 116 80 119-135

54XXX
PVD Polished Chameleon

53XXX
PVD Polished Gold

The Gold colour is available 
in selected sizes

Dual Fuel 
(Water-
Electric)

Water Electric
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50XXX
Polished Stainless Steel

Elegy Verso
PREMIUM STYLE

Water

Piping connection points:

D

B

A

C

G
F

X

K

P

E

25

Colour range

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, inc. 
components and 
packaging (kg)

Internal volume 
(dm³)

**042 296 493 8,40 3,27
**044 372 620 10,20 4,09
**045 426 710 11,50 4,63

Art. A B C D E F G X P K

**042 958 532 500 550 54-70 80 762 116 90 129-145
**044 1158 532 500 550 54-70 80 962 116 90 129-145
**045 1158 632 600 650 54-70 80 962 116 90 129-145

54XXX
PVD Polished Chameleon
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Cascade BIS
PREMIUM STYLE

Water

Piping connection points:

B

CÀ

K

P

ED

GF X

25

50XXX
Polished Stainless Steel

Colour range

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, inc. 
components and 
packaging (kg)

Internal volume 
(dm³)

**550 310 517 13,30 2,10

Art. A B C D E F G X P K

**550 1050 778 1000 452 54-76 86 352 50 129 170-185

53XXX
PVD Polished Gold

ATTENTION! 
For proper circulation - only the bottom 
connection to the collector marked with 
a red dot.
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50XXX
Polished Stainless Steel

Modus
PREMIUM STYLE

Piping connection points:

D

G
F

B

X

K

P

E

A

C

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, inc. 
components and 
packaging (kg)

Internal volume 
(dm³)

Recommended 
capacity of electric 

heating element 
(W)

**231 213 437 8,50 3,05 300
**233 248 509 11,10 3,47 300
**235 306 629 13,30 4,30 600

Art. A B C D E F G X P K

**231 806 530 500 550 54-70 80 640 86 30 70-86
**233 1006 530 500 550 54-70 80 840 86 30 70-86
**235 1206 530 500 550 54-70 80 1040 86 30 70-86

20

Colour range

Attention!
An electric element should be mounted only at the 
bottom of the collector.
Use the radiator only in vertical position – with an 
electric element at the bottom

Dual Fuel 
(Water-
Electric)

Water Electric
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Kadro
PREMIUM STYLE

50XXX
Polished Stainless Steel

Colour range

Water

Piping connection points:

Art. A B C D E F G X P K

**460 1030 530 50 550 55-70 50 930 50 30 70-85

D

G
F

B

X

K

P

E

A

C

21

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, inc. 
components and 
packaging (kg)

Internal volume 
(dm³)

**460 177 345 8,0 3,2
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50XXX
Polished Stainless Steel

Bohemia P1
PREMIUM STYLE

Attention!
An electric element should be mounted only at the 
bottom of the collector.
Use the radiator only in vertical position – with an 
electric element at the bottom

Piping connection points:

D

B

A

C

G
F

X

K

P

E

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, inc. 
components and 
packaging (kg)

Internal volume 
(dm³)

Recommended 
capacity of electric 

heating element 
(W)

**307 226 464 8,60 2,39 300
**308 259 532 9,40 2,81 300
**309 313 644 11,20 3,41 600

Art. A B C D E F G X P K

**307 758 532 500 550 54-70 80 562 116 170 213-228
**308 958 532 500 550 54-70 80 762 116 170 213-228
**309 1158 532 500 550 54-70 80 962 116 170 213-228

18

Colour range

Dual Fuel 
(Water-
Electric)

Water Electric
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50XXX
Polished Stainless Steel

53XXX
PVD Polished Gold

Bohemia
PREMIUM STYLE

Piping connection points:

Attention!
An electric element should be mounted only at the 
bottom of the collector.
Use the radiator only in vertical position – with an 
electric element at the bottom

D

G
F

B

X

K

P

E

A

C

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, inc. 
components and 
packaging (kg)

Internal volume 
(dm³)

Recommended 
capacity of electric 

heating element 
(W)

**207 204 412 6,60 2,33 300
**209 245 504 8,60 2,78 300
**212 199 408 6,60 2,18 300
**213 232 476 7,80 2,62 300
**214 286 588 9,80 3,13 300
**215 327 672 11,80 3,48 600
**216 388 800 14,00 3,51 600
**217 442 910 15,80 3,86 600

Art. A B C D E F G X P K

**207 958 432 400 450 54-70 80 762 116 32 69-85
**209 1158 432 400 450 54-70 80 962 116 32 69-85
**212 758 532 500 550 54-70 80 562 116 32 69-85
**213 958 532 500 550 54-70 80 762 116 32 69-85
**214 1158 532 500 550 54-70 80 962 116 32 69-85
**215 1158 632 600 650 54-70 80 962 116 32 69-85
**216 1458 532 500 550 54-70 80 1262 116 32 69-85
**217 1458 632 600 650 54-70 80 1262 116 32 69-85

18

Colour range

Dual Fuel 
(Water-
Electric)

Water Electric

The Gold colour is available 
in selected sizes
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50XXX
Polished Stainless Steel

Bohemia L
PREMIUM STYLE

Water

Piping connection points:

D

B

A

C E

F

K

G
X

P

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, inc. 
components and 
packaging (kg)

Internal volume 
(dm³)

**221 272 574 12,30 2,51

Art. A B C D E F G X P K

**221 638 1132 1100 1150 54-70 89 422 125 32 69-85

18

Colour range
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50XXX
Polished Stainless Steel

Bohemia EU50
PREMIUM STYLE

Piping connection points:

Attention!
An electric element should be mounted at the bottom 
of the collector marked with a red dot.
Use the radiator only in vertical position – with an 
electric element at the bottom.

D

X
G

B

P

L

K

E

F

A

C

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, inc. 
components and 
packaging (kg)

Internal volume 
(dm³)

Recommended 
capacity of electric 

heating element 
(W)

**214-50 286 588 9,80 3,13 300
**217-50 442 910 15,80 3,86 600

Art. A B C D E F G X P K L

**214-50 1158 532 50 500 550 54-70  80 962 116 32 69-85
**217-50 1458 632 50 600 650 54-70 80 1262 116 32 69-85

18

Colour range

Dual Fuel 
(Water-
Electric)

Water Electric
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Cascade
ECO STYLE

Water

B

GGF

CÀ

X

K

P

ED

Piping connection points:

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, inc. 
components and 
packaging (kg)

Internal volume 
(dm³)

**500 216 359 7,10 1,90

Art. A B C D E F G X P K

**500 792 955 748 422 54-76 117 260 81 200 238-254

21

50XXX
Polished Stainless Steel

Colour range

53XXX
PVD Polished Gold

ATTENTION! 
For proper circulation - only the bottom 
connection to the collector marked with 
a red dot.
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50XXX
Polished Stainless Steel

Furore
ECO STYLE

Attention!
An electric element must be mounted at the bottom 
of the collector marked with a red dot. 
An electric element can be mounted on right and 
left side. For this purpose it is advised to reverse the 
radiator in a way that a collector with a red dot is on 
the demanded side. 
Use the radiator only in vertical position – with an 
electric element at the bottom.

Piping connection points:

D

G
F

B

X

K

P

E

A

C

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, inc. 
components and 
packaging (kg)

Internal volume 
(dm³)

Recommended 
capacity of electric 

heating element 
(W)

**051 195 400 7,00 2,48 300
**052 232 476 8,40 3,00 300

Art. A B C D E F G X P K

**051 758 232 200 575 54-76 80 562 116 120 163-177
**052 958 232 200 575 54-76 80 762 116 120 163-177

21

Colour range

Dual Fuel 
(Water-
Electric)

Water Electric
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Modus ECO
ECO STYLE

Piping connection points:

Attention!
An electric element should be mounted only at the 
bottom of the collector.
Use the radiator only in vertical position – with an 
electric element at the bottom

20

50XXX
Polished Stainless Steel

Colour range

D

G
F

B

X

K

P

E

A

C

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, inc. 
components and 
packaging (kg)

Internal volume 
(dm³)

Recommended 
capacity of electric 

heating element 
(W)

**680 209 348 5,74 2,20 300
**682 293 488 8,59 3,20 300
**683 397 662 11,63 3,90 600

Art. A B C D E F G X P K

**680 806 530 500 550 54-70 80 640 86 30 70-86
**682 1206 530 500 550 54-70 80 1040 86 30 70-86
**683 1606 530 500 550 54-70 80 1440 86 30 70-86

Dual Fuel 
(Water-
Electric)

Water Electric

53XXX
PVD Polished Gold

The Gold colour is available 
in selected sizes
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Bohemia ARC

Attention!
An electric element must be mounted at the bottom 
of the collector marked with a red dot. 
An electric element can be mounted on right and 
left side. For this purpose it is advised to reverse the 
radiator in a way that a collector with a red dot is on 
the demanded side. 
Use the radiator only in vertical position – with an 
electric element at the bottom.

Piping connection points:

D

B

A

C

G
F

X

K

P

E

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, inc. 
components and 
packaging (kg)

Internal volume 
(dm³)

Recommended 
capacity of electric 

heating element 
(W)

**107 199 408 6,60 2,18 300
**108 232 476 7,80 2,62 300
**109 286 588 10,00 3,13 300
**111 388 800 14,00 3,51 600

Art. A B C D E F G X P K

**107 758 532 500 550 54-70 80 562 116 60 100-115
**108 958 532 500 550 54-70 80 762 116 60 100-115
**109 1158 532 500 550 54-70 80 962 116 60 100-115
**111 1458 532 500 550 54-70 80 1262 116 60 100-115

18

Colour range

50XXX
Polished Stainless Steel

ECO STYLE

Dual Fuel 
(Water-
Electric)

Water Electric
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Art. A B C E F G P K

**467 1500 78 50 55-72 40 1420 28 98-115

   

Art.
Heating capacity 
55/45/20°C (W)

Heating capacity 
75/65/20°C (W)

Total weight, inc. 
components and 
packaging (kg)

**467 66 131 4,1

Nuance EU50

Colour range

One "Victoria" hanger included.

53XXX
PVD Polished Gold

Water

Piping connection points:

A G
F

K

B

C E

F

ECO STYLE
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50XXX
Polished Stainless Steel

Art. A B C D E F G

**820 800 605 124 510 73 377 110-125

Art.
Heating capacity 

(W)
Supply voltage 

(V)
Protection degree 

(IP) Protection class
Total weight, inc. 
components and 
packaging (kg)

**820 300 W 230 V IP44 Class I 6,6

Epatage
ELECTRIC RADIATOR

D

G

F

B E

A

C

Colour range

Electric

Attention!
The radiator is equipped with a cable with a plug to the 
socket 230V. It has a built-in electric heating element with 
a thermostat and timer.

53XXX
PVD Polished Gold

Built-in electric heating element with 
temperature control and timer.

ECO STYLE
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ElectricArt.
Heating capacity 

(W)
Supply voltage 

(V)
Protection degree 

(IP) Protection class
Total weight, inc. 
components and 
packaging (kg)

PA1668** 30 W 230 V IPX4 Class I 4,40

Art. A B C D E F

PA1668** 1660 32 85 144 1530 500

Thermostat
Temperature Setting Range 30oC - 60oC

Timer setting range 1 - 8 hours
On Continuously

Pavo
ELECTRIC TOWEL WARMERS

Colour range

**PG
PVD Polished Gold

**B
Brushed Stainless Steel

**P
Polished Stainless Steel

**BG
PVD Brushed Gold

A

E

F
B D

C

Connection with plug
(White straight cable 1.2m)

Concealed wiring option

Electronic control:
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ElectricArt.
Heating capacity 

(W)
Supply voltage 

(V)
Protection degree 

(IP) Protection class
Total weight, inc. 
components and 
packaging (kg)

DE8150** 54 W 230 V IPX4 Class I 3,80

Art. A B C D E F

DE8150** 816 500 784 124 78 165

Thermostat
Temperature Setting Range 30oC - 60oC

Timer setting range 1 - 8 hours
On Continuously

Deus

Colour range

**P
Polished Stainless Steel

**BG
PVD Brushed Gold

Connection with plug Concealed wiring option

Electronic control:

F
A

E

C

B D

(White straight cable 1.2m)

ELECTRIC TOWEL WARMERS
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50XXX
Polished Stainless Steel

ElectricArt.
Heating capacity 

(W)
Supply voltage 

(V)
Protection degree 

(IP) Protection class
Total weight, inc. 
components and 
packaging (kg)

**003 36 W 230 V IP44 Class I 5,64

Art. A B C D E F G I J K

**003 516 516 50 542 32 585 450 84 112 112

Triada

A B Ñ F

E I

D G

J
K

Colour range

Connection with plug

Concealed wiring option

(Gray spiral cable 1.5m)

ELECTRIC TOWEL WARMERS
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ElectricArt.
Heating capacity 

(W)
Supply voltage 

(V)
Protection degree 

(IP) Protection class
Total weight, inc. 
components and 
packaging (kg)

AV1407** 30 W 230 V IP44 Class I 1,90

Art. A B C D E F G

AV1407** 1400 32 75 120 1100 380 60

Timer 2h / 4h

Switch ON / OFF

Avis

Colour range

**P
Polished Stainless Steel

Connection with plug
(White straight cable 1.3m)

Concealed wiring option

Control panel:

E

F

A

B G

D C

ELECTRIC TOWEL WARMERS
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